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PTFE Lined Dip-Pipes & Spargers 

 

Nominal size 
Min. 

Mounting 
flange size 

ØF ØA ØB 

Inch Mm Inch mm mm mm mm 

1″ 25 1.1/2″ 40 48 29 22 

1.1/2″ 40 2“ 50 69 44 38 

2“ 50 2.1/2″ 65 88 55 48 

2.1/2″ 65 3“ 80 105 68 59 

3“ 80 4“ 100 118 80 70 

4“ 100 6″ 150 151 104 95 

 

DN Steel mm D4 mm D5 
mm 

Lmin 
mm 

Lmax 
mm 

PTFE 

1″ 22×2.5 29 11 150 3000 • 

1 
¼” 

32×3 38 20 150 3000 • 

1 
½” 

38×3 44 26 150 3000 • 

2″ 48.3×3.68 55 35 150 3000 • 

2 
½” 

62×5 71 45 200 3000 • 

3″ 73×5.16 84 56 200 3000 • 

4″ 88.9×5.49 98 70 200 3000 • 

6″ 139.7×4 154 124 300 3000 • 

 

 

 
PTFE Lined Dip-Pipes & Spargers 

Fluoropolymer/PTFE Lined Ball valves for process 

engineering and industrial applications, especially suited 

for corrosive media. These are available in carbon steel, 

stainless steel and special alloys for the chemical, petro-

chemical and oil & gas industries. All the products are 

designed with fire safe criteria. 

3G DIP Tube Available in Steel Lined and jacketed 
in PTFE designed for agitated vessels and in solid 
PTFE for non-agitated vessels. 

High temperature corrosion resistance 
3G Dip tubes and spargers combine the high 
temperature, corrosion resistance of ptfe with the 
mechanical strength of an encapsulated schedule 
80 cs pipe for tough applications such as agitated 
reactors. 

 
Durability 
3G Dip tubes and spargers pass both the astm f423 
steam-cold water cycle test and a 10000volt 
electrostatic spark test, the most rogrous testing 
program. This eliminates the possibility of heat-seal 
failure and resultant damage to the reactor’s fragile 
glass lining. 

 
Design 
A broad range of optional features are available to 
meet your process requirements. These include 
divertors, extended flares, sparger, anti-siphon 
holes, etc 

Standard: Mounting with reducing flange or step 
reducer 

Raw material: Pure PTFE in compliance with 
ASTM D 1457, white in colour 

Operating temperature: -29 to 260 deg. C 

Operating pressure: Vaccume to 6 kg / cm. sq. 

Spark test : 10KV 
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Dn1 Dn2 Steel mm D4 mm D5 mm L1 mm Lmin mm Lmax mm PTFE 

1/3″ 1 ½” ÷ 2″ 32×3 38 20 150 150 5800 • 

3/4″ 1 ½” ÷ 6″ 32×3 38 20 150 150 5800 • 

1″ 1 ½” ÷ 6″ 32×3 38 20 150 150 5800 • 

1 ¼” 
1 ½” 

2″ ÷ 6″ 
32×3 
38×3 

38 
44 

20 
26 

150 
150 

150 
150 

5800 
5800 

• 

1 ½” 
2″ 

2½” ÷ 8″ 
38×3 

48.3×3.68 
44 
55 

26 
35 

150 
150 

150 
150 

5800 
5800 

• 

2″ 
2½” 

3″ ÷ 8″ 
48.3×3.68 

62×5 
55 
71 

35 
45 

150 
150 

150 
150 

5800 
5800 

• 

2 ½” 
3″ 

4″ ÷ 10″ 
62×5 

73×5.68 
71 
84 

45 
56 

150 
150 

200 
200 

5700 
5700 

• 

3″ 4″ ÷ 12″ 88.9×5.49 98 73 150 200 5700 • 

4″ 5” ÷ 12″ 114.3×6.02 124 93 150 200 5700 • 

6″ 8″ ÷ 12″ 168.3×7.1 178 147 150 300 3000 • 

 

 


